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TESTING THE DIFFERENCE
baixens.com

Commercial sheet that cancels and replaces any previous version. 12/2020. The technical data have been obtained on standardised surfaces and under laboratory conditions, so they can vary according to the conditions of use. These technical data do not imply any guarantee on our part in the 
event of improper use of our product.

B-04/05

B04NF665A20 / B05NF664A20

WHITE/GREY ADHESIVE CEMENT
Product suitable for laying stoneware tiles or ceramic pieces on horizontal 

and vertical surfaces and on cement-based surfaces.

IDEAL FOR

SURFACES

• Available in white and grey.
• Anti-droop product.
• Storage: 12 months in its original packaging and protected from moisture.

Exclusively on cementitious surfaces.
Surfaces must be sound, dry, cohesive, absorbent, well adhered, clean and free of dust.

• Laying medium-high absorption tiles (from 3% upwards), indoors, on horizontal and/
or vertical surfaces.

Pallet of 35 boxes 
of 4 x 5 Kg

Pallet of 42 boxes 
of 12 x 1,5 Kg5Kg

Tool cleaning
With water

Performance
0,20 m2/kg

Fire classification

Adhesion (EN 12004-2)

Open time (EN 12004-2)

Use time
6 h aprox.

Mixing water ratio
0,28 litres of water per kg of plaster

A1

12.0 - 13.0

≥ 5 kg/cm2

30 mm

CHARACTERISTICS

INTERIOR

1,
5K

g

Can be applied with a 6 x 6 mm toothed 
trowel

BAIXENS
EN 12004-1

18 C1TE


