
SALES DATA SHEET

Comercial data sheet which nullifies and substitutes prior versions. 09/19. Neither apply at temperatures below +8ºC nor humidity rates above 65% and never apply on supports with condensation or overheated. Before using, is advisable to read both technical and safety data sheets, which 
are available under request. Do not remix after its setting start. The data have been obtained under normal laboratory conditions using standardized supports, so these results can vary depending on the working conditions. These data do not guarantee anything in case of a bad product use. 
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Product suitable for filling in union joints on all types of tiles or flooring.

BRICO®

D.I.Y.

IDEAL FOR

USES

FEATURES
• White colour product.
• Storage:  12 months inside its original packing and kept free from damp and humidity.

Joints between tiles.
Substrates must be healthy, dry, cohesive, absorbent, well adhered, clean and free of dust.

• Filling in union joints of all types of tiles and flooring. 
• Filling in of joints of up to 2mm width.

B-15

INDOOR

Applicable with a spatula or a gaucho 
trowel

Performance on tiles of 20x20 cm
0,22 Kg/m²

Fire classification

Cleansing of tools
Use water

Maximum width of joint tools
2 mm

Useful life
1 hr. 30' – 2 hrs

Water for mixing 
0,40 litres of water per kg of powder A1

1,
5K

g Pallet of 42 cases 
of 12 x 1,5 Kg

Pallet of 35 cases 
of 4 x 5 Kg5Kg

WHITE JOINTS


